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SAFETY INSTRUCTIONS AND WARNINGS 

Symbols  

  

= 
WARNING!  Notices apply to hazardous or unsafe 
practices, which could result in serious bodily 
harm. 

  

= 
CAUTION!  Notices apply to hazardous or unsafe 
practices, which could result in minor personal 
injury or property damage. 

  

= 
Highlights procedures which will assist the 
operator in understanding the information 
contained in this manual. 

     

Please read and understand these installation procedures entirely before assembling the 
Easytrack FS .  Information in this manual is important to the proper operation of this 
equipment.  It will help protect you from possible injury and ensure that the equipment 

will perform to your satisfaction.   
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ALWAYS KEEP THESE INSTRUCTIONS with the Easytrack FS . 

  

FAILURE TO MEET REQUIREMENTS LISTED BELOW COULD RESULT IN SERIOUS 
BODILY HARM. 

 

Maintenance MUST be performed ONLY by qualified personnel.  This equipment 
should never be used by a patient on their own. 

 

The Easytrack FS

 

System and its accessories are intended to be used as an assistive 
device for transferring a person between the posts.   

 

The Easytrack FS  is only to be used with BHM portable lifts . 

 

Ensure floor is clear of any dust, grease, water or any foreign substances prior to the 
transferring of a patient. 

 

If you are unsure of the strength or stability of your floor, do not assemble the 
equipment. 

 

Floor must be level.  Do not install on a sloped floor. 

 

Ensure posts are straight prior to use with a patient.   

 

Do not drop product, it may cause breakage. 

 

Do not submerge in water. 

 

Do not attempt to over-extend the rail past the locking point. 

 

Protect the Easytrack FS  and its accessories during transport. 

 

Prior to each use of the equipment, complete a visual inspection. 

 

A monthly maintenance inspection must be done in order to assure the good operating 
condition of the Easytrack FS .  

When the Easytrack FS  is in use 

 

Do not bump the posts  This might cause unit to become unstable.  If posts are 
bumped, reassemble Easytrack FS  system to ensure the posts are straight. 

 

If you use a power wheel chair use extreme care 

 

bumping posts may cause unit to 
become unstable.  If posts are bumped, reinstall the Easytrack FS  system to ensure the 
posts are straight. 

 

Do not lean against posts. 

 

Do not use the Easytrack FS

 

system as a swing. 

 

Do not allow the patient to swing in any direction while being lifted.  
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SPECIFICATIONS  

  

MAX. CAPACITY: 200 kg (440 lbs)  
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What s included?  

      

Parts # 

 

Easytrack FS extendable rail with trolley  1 piece 700.17250

  

Easytrack FS base  2 pieces 700.17100

  

Easytrack FS post - 2 pieces  700.17000
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PRIOR TO THE INSTALLATION  

 
WARNING : Read the section Safety instructions and warnings" before attempting to 

assemble the Easytrack FS  system. 

  

Survey the room, where you plan to install the Easytrack FS  system.   

 

Make sure the room meets the requirements specified below. 

 

Use the measurements below to determine the best place to put the Easytrack 
FS  system :   

Approx. 915 to 1020 mm 
(36 t0 40 inches) from the 
head of the bed.  

Over a bed

 

Allow 1000 mm (36 
inches) of open area for 
transfer working space.  

  

Transfer should only take place between the Easytrack FS posts. 

   

Safe transfer area 
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Step 1. Post to Base Assembly 
Note: The assembly can be performed by one person 

1. Remove all parts from the boxes.  Before assembling make sure that all parts are 
present and in good condition. 

2. Layout the bases on a level and clean floor at the desired distance. 
3. Insert the posts in the bases.  The design of the base will ensure the post lines up 

in the correct position.  

 

Make sure posts are correctly inserted in both bases.

   



 

EEEAAASSSYYY   TTT RRRAAACCCKKK   FFFSSS  10 

AASSSSEEMMBBLLYY

  
II NNSSTTRRUUCCTTII OONNSS

   
Step 2. Installation of the rail  

1. Prior to the installation of the rail, unlock the hook handle by pressing on the 
safety latch and pulling outward (located on the blue colored component on the 
side of the post head). 

 

2.  Gently pull out the handle until the red stripe of the main rail hook mechanism 
is visible. 

                 

3. Insert the rail in place on top of 
both posts.

             

4. Secure both ends of the rail by engaging the main hooks over the rail pins.

 


